
Taskman
100% Electric



100% Electric 70-75 mi/~Charge (110 kms)

20% Gradeability

35 mph  (50 Kmph)

Mobile & Cloud Sync

Advanced Li-Ion Battery
(In House Technology)

EU Type Approval
(IDIADA Spain)

1 min Smart Swapp
Battery Mechanism

4-5 Hours
Charging Time

www.bilitielectric.com

WEIGHT
Max Kerb Weight

Payload 

GVW 

770 lbs (~350 kg)

1500 lbs (~700 kg)

2300 lbs (~1000 kg)

CONNECTIVITY 

GSM/LTE Modem WiFi 

Bluetooth (BLE) 

Mobile App 

DIMENSIONS 

Length 

Breadth 

Height 

Wheel-base 

Turning Radius 

2700 mm 

1280 mm 

1740 mm 

2380 mm 

2.75 meters 

Max Capacity (kWh)* 

Charger Power

Charge Time (16A) Swapp 

Time (Swapp)

upto 9.2 kWh 

2.5 KW(AC) 

3-4 hrs

< 1 Min

BATTERY (Li-ION)

Transmission Automatic 
DRIVE TRAIN

MOTOR
Continuous Power* 

Max Speed*

Note*: The vehicle specifications will be customised based on country specific regulations and customer requirements.

upto 5 kW

upto 35 mph 

(~55 kmph)

Steel  

Metal-Composite 

Spring-Swing Arm 

Trailing Arm 

Hydraulic-Drum 

4.00-8

4.50-10.00 or 4.00-8.00  

Yes  

Yes 

Chassis

Body

Suspension

Brakes 

Tyre Front

Tyre Rear

Hazard Lights 

Hand Brake

CHASSIS | BODY SUSPENSION | BREAKS

BILITI Electric Inc,
6th Floor, WeWork, 10000 Washington Blvd, Culver City, CA 90232, United States
info@bilitielectric.com


